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Chemical-Physical Properties

Flexapharm® PVC  
thickness (µm)

PE 
thickness (µm)

PVDC  
coating weight 

(g/m 2)

WVTR 
(g/m 2/d)  

38°C, 90% RH 
ASTM F1249

OTR  
(cm3/m 2/d)  
23°C, 0% RH 
ASTM D3985

SBC 120** 200µ ~ 250µ 25µ ± 10% 120 ± 5 % 0.11* < 0,1

SBC 150 200µ ~ 250µ 25µ ± 10% 150 ± 5 % 0.08* < 0,1

SBC 180** 200µ ~ 250µ 25µ ± 10% 180 ± 5 % 0.06* < 0,1

* Figures for PVC thickness of 250 �m 
** Most popular con�gurations

Chemical-Physical Properties

Flexapharm® PVC  
thickness (µm)

PVDC 
coating weight 

(g/m 2)

PVC  
thickness (µm) 

WVTR 
(g/m 2/d)  

38°C, 90% RH 
ASTM F1249

OTR  
(cm3/m 2/d)  
23°C, 0% RH 
ASTM D3985

SBC 120 S 125µ 120 ± 5% 125µ 0.11 < 0,1

SBC 180 S 125µ 180 ± 5% 125µ 0.06 < 0,1

Product Sheet 
Barrier Films for Pharmaceutical Packaging 

Flexapharm® PVDC SBC	Flexapharm® PVDC SBC S
PVDC / PE / PVC	 PVC / PVDC / PVC

GRADE DESCRIPTION AND APPLICATION

Flexapharm® SBC PVC based �lms coated with Super Barrier PVDC, in standard and taylor-made multi-layer con�gurations, 
providing excellent barrier to moisture and oxygen

Flexapharm® SBC S Super Barrier PVDC coating between PVC skin layers, providing excellent barrier to moisture and oxygen.

Flexapharm® SBC X SBC Coating upon customer request: PVC based �lms coated with Super Barrier PVDC, in any con�guration and 
with any coating weight, providing excellent barrier to moisture and oxygen.


